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HARDWARE SPECIFICATION

Rail H510/3600 Anodised aluminium bottom rail double run

3600mm lengths

Glass Rail H503/3600 Anodised aluminium glazing rail

3600mm lengths

Channel H512/3000
Anodised alumiunium top channel double headed guide 
with brush pile
3600mm lengths

Bottom Roller H514/N Bottom roller with nylon tyre and precision bearing

End Cap H506 Black plastic end caps

Glazing Strip H509 Black glazing rubber

Accessories

Finger Pull H27
Plastic chrome finish designed to fit into a 22mm 
diameter hole in the panel

Cylinder Lock H507 Cylinder lock
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ZENITH

GLASS DOOR HARDWARE SYSTEMS

For sliding glass doors up to 25kg

Zenith is a versatile product ideally suited for bookcases, jewellery
display panels, interior windows and lightweight glass doors. 
Manufactured using satin- anodised aluminum gear with brush-
pile strips; this product delivers a silent and easy glide motion for a
variety of applications. 

Specification

Maximum door weight 25kg

Maximum door height 1800mm

Maximum door width 916mm

Maximum glass thickness 6mm

Kits

Kit Maximum Opening Width Number of doors

Z12 1200mm 2

Z15 1500mm 2

Z18 1800mm 2

Accessories

For details of our accessories please refer to page 31

Glass height =
height of opening

less 30mm
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ZENITH
FITTING INSTRUCTIONS - NOTICE DE POSE - MONTAGE HANDLEIDING - MONTAGEANLEITUNG

ISTRUZIONI DI MONTAGGIO - INSTUCCIONES DE MONTAJE

Tools required

Contents of kit

Drill and 7mm drill bitTape measure

Optional components

End cap x 4
Door lock

left hand (507LH)
or right hand (507RH)

Finger pull
(27)

Bottom roller x4

Back rail Front rail

Kit Max opening width (Y)
Z12 1200
Z15 1500
Z18 1800

A = 1/2 Y + 16

H -30H

Posidrive screwdriver

Stanley knife

Hacksaw Flat blade screwdriver
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Screw A x 12
(12mm countersunk)

Screw B x 8
(8mm domehead)

Recommended maximum
opening height = 1800mm
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Top channel Bottom rail Glass rail x 2 Seal x 2
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APPLICATION

• Suitable for interior sliding frameless glass or panels of mirror,  
plastic veneered timber.

• For showcases bathroom cabinets, product display cabinets, hatches and 
reception counter windows

• Double run system to suit bi passing panels with bottom rollers  
with jump proof design

• Manufactured using satin anodised aluminium with brush pile strips
• Silent and easy glide motion 
• Panels can be secured by a specially designed cylinder lock

ZENITH

For bottom rolling glass sliding doors. 
Max 25kg each leaf.

DOOR SPECIFICATION

Track System Zenith

For Individual Door Leaves:

Max Panel Weight 25kg

Max Panel Width 916mm

Panel Thickness 6mm

Max Panel Height 1800mm

STANDARD SETS AND PACK

Set comprises of 1 bottom rail, 1 glass rail, 1 top channel 
including brush pile, 4 bottom rollers and 4 end caps and 
glazing rubber

Set No. 
Opening 
width

Track 
Length

Hardware 
for

HZ12 1200mm 1200mm 2 doors

HZ15 1500mm 1500mm 2 doors

HZ18 1800mm 1800mm 2 door

H10



Kit Max opening width (Y)

Z12 1200

Z15 1500

Z18 1800

Y

A

A

H-30

Y

H Recommended maximum
opening height = 1800mm

A=1/2Y+16

Back rail Front rail

H -30

16

H

6mm

IN
S

ID
E

O
U

T
S

ID
E

30

19

TECHNICAL DRAWING

www.assaabloy.com/nzASSAABLOY New Zealand Ltd, 6 Armstrong road, Albany, 0632

DRAWING IS 
NOT TO SCALE

ZENITH

H10


